
Parts:
a) Caster Fork with
    Stem Bolt assembly. 
b) Axle Bolt
c) Nut for Axle Bolt
d) Caster Axle Bushings (2 pcs.) 
e) Sleeve for Axle Bolt
f) Caster Base Plate
g) Hitch Pin
h) Caster Lock Sleeve

       WZ1-30UB

  1. Unpack all parts as shown above, 
       Fig. 1. 

  2. Install Caster Axle Bushings (d) 
      into wheel, Fig. 2. 

     5) Insert Caster Fork Assembly with wheel into 
  3. Install Sleeve for Axle Bolt (e)           Caster Base Plate and lock in place with 
      into Caster Axle Bushings (d), Fig. 3.          Hitch Pin,  Fig. 5. 

  4. Align wheel with Caster Fork 
     assembly and install Axle Bolt through  
     Caster Fork across wheel and through 
     Caster Fork on the opposite side. 
     Install Nut and securely tighten,      6) The Caster Assembly is now ready for mounting
     Fig. 4.          onto intended structure, deck, wagon or platform.   

         Source appropriate mounting hardware
         (screws, nuts, bolts) for your application. 
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WheelEEZ ® Caster assembly for 30cm PU wheel
(WZ1-CAS-30)

Instruction Sheet

Note: This Caster Assembly is 
designed for use with WZ1-

30UB, 30cm PU balloon 
wheel sold separately. 

.

.

.

Fig.2

Fig. 3

a) 

b) c)
d)

e)

f) 

h) 

Fig. 1

g)

Fig. 4

Fig. 5


	CAS Intructions

